M D P DeTape 650 Series

www.mdpsupplies.com

dean)

Description
Gloss flexible calendered vinyl with a permanent acrylic pressure sensitive adhesive. The product is commonly used to
produce vinyl graphics on computer programmable sign cutting machines.

Available from stock in 305mm, 610mm and 1220mm widths.

Technical Data

Face Film Polymeric PVC
Thickness ~70 um
Release Liner Silicone clay coated

Adhesive Acrylic pressure adhesive permanent
Temperature: Application Temperature: min. 5°C

Service Temperature Range:  -40 °C up to + 95°C

Dimensional Stability Good

Adhesion To stainless steel 446g /cm
PSTC-101 Method A with 24 hour dwell at 21°C
and 50% relative humidity.

Immersion Limited total immersion resistance.

Humidity Resistance Good

Storage

1-year shelf life when stored at 20°C and 50% relative humidity.

External Life

Up to 7 years under normal exposure condition.
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All technical data and advice is based on the manufacturer’s experience and measured testing that we believe to be reliable.
It remains the customer’s responsibility to test our products suitability for the purpose intended.
The quality of our products is regularly examined, upgraded and developed. We reserve the right, without
prior notice, to adjust, upgrade and improve the chemical structures or physical characteristics of their products in accordance with their latest knowledge.
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