M DP DeTape Rollup Banner 420gsm deaxm

www.mdpsupplies.co.uk

Description
Grey backed white PET banner for rollup cassettes.

Available in 30 metre rolls in 914mm.

Technical Data

ITEM DATA UNIT TEST METHOD
. Polyethylene
Base Material Terephthalate (PET)
Thickness 125 micron
Coating Grey Backed PVC
Total Weight 420 g/sq.m DIN>3352 853424
Total Thickness 0.30 +/-0.02 mm
Temp Resistance -20to +70 oC DIN>3357 853425
Flammability B1, B2 and NFPA701
Heavy Metals Cadmium free (EN71-3) and Reach Compliant
Ink Printability Solvent, Eco-solvent, UV and Screen printing
Advantages Non-curling at the edge and lay-flat appearance
Super smooth surface for high resolution printing.
Excellent printing performance.
Print direct to substrate, no lamination needed
Applications Display system, Roll-up, Pop-up, X-Banner, Scrolling banner.
Trade shows and Event Graphics
Hanging banners and sign applications
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All technical data and advice is based on the manufacturer’s experience and measured testing that we believe to be reliable.
It remains the customer’s responsibility to test our products suitability for the purpose intended.
The quality of our products is regularly examined, upgraded and developed. We reserve the right, without
prior notice, to adjust, upgrade and improve the chemical structures or physical characteristics of their products in accordance with their latest knowledge.
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