
we coat for you
Guyenne Papier SAS 

+33 (0)5 53 62 20 00 - export@guyennepapier.fr -www.guyennepapier.fr

Benefits:Features:

Printing recommendations:

Technical data:

• Roll to roll applications
• Non-reflective satin finish
• Excellent paper stability
• Fast drying paper
• High resolution prints
• Water resistant & wet strength
• Ink-efficient
• FSC® Mix Credit
• To be used with solvent, eco-solvent, mild-solvent,
UV and latex inks

Bluehide 130g   Wet strength blue back coated paper

• Printing mode: Bi-directional
• Resolution: 720 x 1080 dpi
• Ink coverage: 120 - 150%
• 6-12 pass
• Printing speed: 10-12 m²/h
• Drying temperature: 40 - 35 - 40 °

Applications:
• POS advertising and information
• Overlap of posters
• Large format communication
• Outdoor applications
• Large size poster including
4x3 overprinting

Bluehide is a fast drying satin blue-back paper for 
high resolution printing for solvent, eco-solvent, mild-
solvent, UV and latex inks. Bluehide 130g is a high 
quality blue-back coated paper  especially designed 
for outdoor advertising panel applications. 
It is also perfectly suitable for all kinds of large size 
advertising. As a wet strength paper, it may be soaked 
in glue for several hours before being folded or rolled 
up and finally bonded to a support structure. A satin 
non-reflective surface makes for a perfect rendering 
of colours.

Features Units Methods Values

Weight g/m2 ISO 536 - 130,0

Thickness µm ISO 534 - 150,0

Moisture % ISO 287 - 5,0

Opacity % ISO 2471

Color Touch 2

D65 - C/2°

Top side 99,0

Wet Tensile strength kN/m ISO 3781 Machine direction

Cross direction

4,5

3,5

Brightness R-457	 % ISO 2470

Color Touch 2

D65 - C/10°

- 82,0

The
fastest
drying 
blueback
paper


