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Heat Transfer Vinyl

PRINTABLE VINYL STICKERS

Trasparent - Glossy - Matte — Holografic - Magnetic

@ SPECIFICATIONS

Type %* Composition = Average Thickness @  Carrier A Certifications
TRASPARENT PET 80 microns Siliconized paper
GLOSSY PP 80 microns Siliconized paper REACH compliant
MATTE PP 80 microns Siliconized paper
HOLOGRAFIC PET 95 microns Siliconized paper
MAGNETIC PU + MAGNETIC IRON OXIDE 115 microns Siliconized paper

& TRANSFER SETTINGS

Type Applies on Suggested Cutter Settings
Transparent _ 4  Blade =2 Pressure »  Speed
Metall, ceramics,
Glossy plastic, glass,
Hatt waiﬂeanqg 45° 80gf 5 cm/sec
Holografic g
Magnetic Metallic surfaces Deep Cut B/ 60° 80gf 5 cm/sec

Make a nozzle test with the printer before starting.

Choose glossy paper and high quality, in the driver settings of your printer.
Print only one sheet a time and print on the glossy side.

Give the print 5 minutes to dry.

Cut the immage out with scissors or a cutting plotter. For the magnetic material, we recommend a cutting mat
with high adhesion.
Release the sticker from the carrier and apply to the cleaned surface.

Vel

Highlights:

To be cut with any type of cutting machine
Easy to use

Durable

Waterproof
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NOTE: Given the large nhumber of inks and printers, we highly recommend a test before running a production

a STORAGE AND APPLICATION RECOMMENDATIONS
C Storage shelf life ¢ Storage temperature (& Storage Conditions
Up to 2 years between 18°C and 26°C Away from sunlight and dust

—> Stickers can be used as is or with the addition of adhesive lamination to add glossy, matte, or holographic effects.
—> Do not expose to moisture.
— To apply adhesive laminations, follow the instructions in the "ADHESIVE LAMINATIONS" technical sheet.

[4 This document can be subject to variations. Updated versions are available on www.siser.com

For further information, please contact our sales office: info@siser.it
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